
SPECIALLY DESIGNED STEEL 
COIL FOR INCREASED STRENGTH 

SWIVEL LAG BOLT
SIGMA 400 SERIES

The Sigma Swivel Lag Bolt incorporates a specially 
designed steel coil which is longer than the traditional  
nut hardware. This is to increase the connection 
strength for both the 400 and 400 Modular series. The 
Sigma Swivel Lag is typically used in single sided form-
ing applications where permanent concrete walls are 
cast in place against temporary wood lag and solider 
pile walls. Sigma fiberglass rods are perferred because 
they can go all the way through the form and simply 
cut flush to the concrete face when finished. Typical 
1/2” steel coil rod needs to either be ground back or an 
additional adapter is needed internally to the form to 
make the connection to the outside of the form. 
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400 Series: 3,000 lbs
400 Modular Series: 2,000 lbs

SAFE WORKING LOADS (2:1)

Working loads subject to strength of wood  
in which lag bolt is installed

Stocked in 5” length
Custom length to order

Drill a 1/2” pilot hole into the 
wood. Install the lag bolt 

using the hex head. Do not 
use the loop to twist the lag 
bolt. It is recommended to 
lubricate the threads of the 

lag bolt before installing 
into the pilot hole.

Install the lag bolt at least 4” 
into the wood. It is recom-
mended to install the lag 
bolt to a depth just before 

the loop touches the wood.

Before installing the fiber-
glass rod, dip the end of the 
fiberglass into a lubricating 
oil of any kind (form, motor, 

used motor oil, cooking, 
etc.) to ease the threading 

process.

Thread the fiberglass at 
least one full thread past 
the end of the coil nearest 
the hex head. Always wear 

gloves when handling 
fiberglass products. Nitrile 

coated is preferred.
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